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LFR 8" REPLACEMENT

SECTIONS 26, 27, 34, & 35, 12S, R4W
UINTAH SPECIAL BASE & MERIDIAN

DUCHESNE COUNTY, UTAH
PROPOSED PIPELINE

A 20 feet wide permanent right—of—way over portions
of Sections 26, 27, 34, & 35, Township 2 South,
Range 4 West Uintah Special Base and Meridian,
together with a 20 feet wide temporary right—of—way
running adjacent to and along the left side of the
following described right—of—way, the centerline being
described as follows;
Commencing at the Northeast Corner of said Section
27
Thence South 44°16°22"7 West 2245.57 feet to the
TRUE POINT OF BEGINNING;
Thence North 81°43°21" East 66.28 feet;
Thence North 67°00°27" East 472.38 feet;
Thence North 52°30°01" East 224.36 feet;
Thence North 56°25°117 East 382.83 feet;
n Thence North 71°07°107 East 478.29 feet;
®  29+83.67 Thence South 08°36°37" East 789.12 feet;

Thence South 06°29°43” East 413.49 feet;

PREVIOUS 40’
RIGHT—OF—WAY

.£0,£2.00 N

=,

| = 28+26.73

PERMANENT RIGHT—OF—WAY

10 Thence South 00°26°11” East 156.94 feet;

TEMPORARY RIGHT—OF—WAY

ol Thence South 02°13°16” West 404.75 feet:

D. Ryan Allred, Professional Land Surveyor,
Certificate No. 376084, (Utah)

SURVEYOR'’S CERTIFICATE

, D. RYAN ALLRED, DUCHESNE COUNTY, UTAH, DO HEREBY CERTIFY
THAT | AM A PROFESSIONAL LAND SURVEYOR AND THAT | HOLD
CERTIFICATE NUMBER 376084 AS PRESCRIBED BY THE STATE OF UTAH.
I FURTHER CERTIFY THAT THIS PLAT WAS PREPARED FROM THE FIELD

MADE BY ME OR UNDER MY PERSONAL SUPERVISION AND THAT THIS
PLAT ACCURATELY REFPRESENTS SAID SURVEY TO THE BEST OF MY
KNOWLEDGE AND BELIEF.

NOTES AND ELECTRONIC DATA COLLECTOR FILES OF AN ACTUAL SURVEY

StC 27

LINE TABLE

LINE | BEARING DISTANCE L19 S 04'58°39” W | 91.48 A\
L1 N 81°4321" E | 66.28° 120 | S 172125" E | 137.63°

] N 670027 E | 472.38" L21 5 212245 W | 13051

13 N 52°3001" E | 224.36° L22 S 1824°51" W | 433.78

L4 N 5625711" E | 382.83 123 | S 010434 E | 139.67

15 N 71°07'10" E | 478.29° (24 S 115631 E | 136.98’

L6 S 083637 E | 789.12° L25 S 173203 E | 279.18 38+27.81
e S 0629'43” E | 413.49° (26 | S 2757°05" E | 74.72°

L8 S 0026°11” E | 156.94 127 | 5 3046’10 € | 147.91°

L9 S 02°13'16” W | 404.75 L28 S 39°36'37” E | 129.58’

L |'s ea1ter" E | 8253 L29 S 39°44°47” E | 150.68"

11T S 154054" £ | 105.59 L30 | s 11725712 FE | 79.48°

L12 | s 2006°'13" E | 140.54° L3171 S 22°0852” W | 112.48

Li3 || 5 #5830 £ | 11075 L3Z S 4422’10 W | 161.61°

L14 S 184730" E | 651.19° 133 | 5 653252" W | 73.85°

L15 | 5 22407 E | 32706 134 | 56942717 W | 111.53

L16 | S 1608°48" E | 142.68" L35 | S 7829°'13" w | 208.68

L17 | S 06191 E || 8650 L36 N 89°'11°06” W | 397.93

118 | S 04°1344" W | 11763 L37 | S 790523" W | 245.44

S 20 Thence South 09°11°27" Egst 82.53 feet:

’;‘\‘ e Thence South 75'40;54: East 105.59 feet;
| Thence South 20°06°13"7 East 140.54 feet;

Thence South 14°58°30” East 110.73 feet;
34+70.95 Thence South 1847°30" East 651.19 feet;

Thence South 21°24°07° East 327.06 feet;
35+76.54 Thence South 16°08°48" East 142.68 feet;
1, | Thence South 06°19°12”7 East 56.50 feet;
RS POWER Thence South 04°13°44” West 117.63 feet;

\ \E/ LINE Thence South 04°58°39” West 91.48 feet;

) Thence South 17°21°25” East 137.63 feet;
Thence South 21°22°43" West 130.31 feet;

A\ ig;;;‘sz Thence South 1824’51 West 433.78 feet;
3 Thence South 01°04°34" East 139.67 feet;
\k'n v Thence South 11°56°31" East 136.98 feet;
X\\‘\r Thence South 17°32'03” East 279.18 feet;
bon > Thence South 27°57°05”7 East 74.72 feet;

\ Thence South 30°46°10” East 147.91 feet;

Thence South 39°36°37” East 129.58 feet;
1447899 Thence South 3944’47 East 150.68 feet;
Thence South 11°25°12” East 79.48 feet;
Thence South 22°08°52"7 West 112.48 feet;
Thence South 44°22°10" West 161.61 feet;
o Thence South 65°32°52" West 73.86 feet;
Thence South 69°42°17” West 111.53 feet;
Thence South 7829°13" West 208.68 feet;
Thence North 89°11°06” West 397.93 feet;

| Thence South 79°05°23" West 245.44 feet to the
19+48.74

il POINT OF TERMINUS.  Said right—of—way being
e \ U 8365.81 feet in length, with the sidelines being
. )\' shortened or elongated to intersect existing
" rights—of—way.
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BASIS OF BEARINGS

THIS SURVEY WAS PERFORMED USING GLOBAL POSITIONING SYSTEM

PROCEDURES AND EQUIPMENT CLOSING SECTION

THE BASIS OF BEARINGS IS GEODETIC NORTH DERIVED FROM G.P.S. CORNER
OBSERVATIONS AT THE SECTION CORNER LOCATED AT LAT.
40°17°09.08764'N AND LONG. 110°18°46.76040°W USING THE UTAH
STATE G.P.S. VIRTUAL REFERENCE STATION CONTROL NETWORK
MAINTAINED AND OPERATED BY THE AUTOMATED GEOGRAPHIC
REFERENCE CENTER
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SEC 35
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AR | SECTION 35, TOWNSHIP 2 SOUTH, RANGE 4 WEST
N\ S>exisTinG POWER LINES UINTAH SPECIAL BASE & MERIDIAN
XML 048603 | ERWIN DUCHESNE COUNTY, UTAH
' i PROPERTY
e N 2+81.38 CHANGE
R |/ WoRcseace LINE TABLE
. ~ ] LINE BEARING DISTANCE
0+00.00 5+10.16 P, e i EXISTING LT S 583106 E 86.03’
* A GRAVEL ROAD Lz S 674509" E 195.36°
" L3 S JiBh 16 E 228.78’
i A = L4 S 640053" E 195.00°
| i L5 S 123704" E 371.18°
PROPOSED PIPELINE s A L6 S 173344” £ 129.22°
' \ L7 5 382922 F 185.21
12+05.57 L8 S 4673104 E 80.62°
\ LG S 2808377 £ 253.06°
ERWIN . i L1O § 2351277 E 1057.68°
D 13+90.77 - ;
FPROFERTY ‘ g L1171 S 465742 F£ 460.59
R 14+71.39 L12 S 2811539" E 229.63°
‘ LIS S 482145 £ 220.63°
TOTAL LENGTHS ‘ W 1742445
ERWIN = 2384.01° = 144.485 RDS. \ TOP OF LEDGE
NEWFIELD = 1308.98° = 79.332 RDS. ’ \ 4"::_
| 30" WIDE TEMP R—O-W
| . ) 20° WIDE PERM R—0-W
»  —
20+45.97
‘ \ TOP OF LEDGE !
' N
POSITION OF 1/4 CORNER ‘ \ )
DETERMINED BY PROPORTIONATE | 2348401 ;¢ ‘ @
MEASUREMENT l \ S 89°58'45” F R 5271.7%
1318.00° | 1318.00° '5}.,, 24+32.52 ’ 1317.87
\ TOE OF SLOPE o '
DESCRIPTION OF RIGHT—OF—WAY )
A 40 feet wide right—of—way over portions of Section 35, Township 2‘ 27482.13 S‘% '
South, Range 4 West of the Uintah Special Base and Meridian, the width \ he
being 20 feet on each side of the following described centerline, with o S
temporary right—of—way, 30 feet in width, for the purpose of N o ’
construction, on the left side of said described right—of—way, running : S
along and adjacent to said right—of—way, from sta. 0+00 to 7+05.16 > ’
AND on the right side, running along and adjacent to said r/ght—_of—way,
T from sta. 7+05.16 to sta. 36+92.99. Said centerline being described as 1
<+ follows;
< Commencing at the Northwest Corner of said Section 35; NEWFIELD . 34+72.36 ﬁgg;/ff,ég/
-y Thence South 40°45°20” East 1104.94 feet to the TRUE POINT OF PROFERTY | -
=~ BEGINNING, which is on the East line of an existing right—of—way; o VY E N
Thence South 5831°06" East 86.03 feet; : o TS
Thence South 67°45°09” East 195.36 feet; \ / //
Thence South 71°56°16" East 228.78 feet; \\L 2 / |
Thence South 64°00°53” East 195.00 feet; i |
Thence South 12°37'04" East 371.18 feet; \
Thence South 17°33'44” East 129.22 feet; ‘
Thence South 3529°22” East 185.21 feet; 36+92.99
Thence South 46°31°04” East 80.62 feet;
Thence South 2829'37" East 253.06 feet; °
Thence South 23°51°27” East 1057.68 feet;
— —  Thence South 46°57'42” East 460.59 feet; ik Jd fh gy NN T — e
Thence South 2815°59” East 229.63 feet;
Thence South 48°21'45” East 220.63 feet to the North boundary line of ] EP ENERGY
the EP Energy E&P, Alpine Ranch 3-35B84 Use Area Boundary. Said =
right—of—way being 3692.99 feet in length, with the sidelines being ' E&P CO, L.P, \ \\ \O
shortened or elongated to intersect existing right—of—way lines. \ iz
\
[ ALPéNEng%\;\/CH 1 \‘ =
b "N
BASIS OF BEARINGS \\ =<
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PROCEDURES AND EQUIPMENT ’ \\ \
~
N THE BASIS OF BEARINGS IS GEODETIC NORTH DERIVED FROM G.P.S. t = \\\
ke OBSERVATIONS AT THE SECTION CORNER LOCATED AT LAT. o
'52 40°17°09.08764"N AND LONG. 110°18'46.76040"W USING THE UTAH LoT 2
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SURVEYOR'S CERTIFICATE
PROFESSIONAL LAND SURVEYOR AND THAT | HOLD CERTIFICATE

PREPARED FROM THE FIELD NOTES AND ELECTRONIC DATA COL

PLAT ACCURATELY REPRESENTS SAID SURVEY TO THE BEST OF
e BELIEF.
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2 APR 2018 12-121—458

PRESCRIBED BY THE STATE OF UTAH. | FURTHER CERTIFY THAT THIS PLAT WAS

ACTUAL SURVEY MADE BY ME OR UNDER MY PERSONAL SUPERVISION AND THAT THE
MONUMENTS INDICATED WERE FOUND OR SET DURING SAID SURVEY, AND THAT THIS

NUMBER 376084 AS

LECTOR FILES OF AN

MY KNOWLEDGE AND

D. Ryan Allred, Professional Land Surveyor,
Certificate No. 376084, (Utah)

SURVEYING CONSULTANTS

| N\ JERRY D. ALLRED & ASSOCIATES, INC.
N

1235 NORTH 700 EAST——P.0. BOX 975
@ DUCHESNE, UTAH 84021
(435) 738-5352

Counfy Surveyors AL # 4345




